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ALFA manufactures Testing Equipment for “Concrete,
Soil, Bituminous and Construction Material” since 1975.
Our company is an EN ISO 9001:2000 and I1SO 140001 :
2004 Certified organisation that you can rely on our products
to be of consistently high quality. We are exporting to
UK, ltaly, Spain, Greece, Russia, Ukrania, Bulgaria,
Romania, Albania, Irag, Jordan, Lebanan, Palestinian,
Egypt, S.Arabia, Yemen, Libya, Tunus, Algeria, Morocco,
Azerbaijan, Turkmenistan, Kazakhstan, Afganistan,
Kyrgztan, Georgia, Tajikistan, Cyprus...

We do have a large stocks that enables us to promise
very short delivery periods. We have supplied more than
3000 complete labs and kindly ask you not to hesitate
contacting us for your inquiries.
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GENERAL LAB. EQUIPMENT
(G-030)
LAB.OVEN |

EN 932-5, ASTM C 127, BS-1377
* Digital Thermostat & Indicator

* Temp max. 200°C (PID control)

* Interior chamber; stainless steel

* Forced convection airflow,

* Capacity : 120 Lt (G - 030/120)

* Capacity : 250 Lt (G - 030/250)

* 220-240 V/50 Hz

GSLA.U\ @J.ﬁ e
(B-040)
| JAlis e gana |

SAMPLE GRADING
(B-040)
B SIEVE SET)

ISO 3310-1, ASTM E 11, BS
L& 8/ 2k 200 kil o
c&u&!ym&\w&“ﬂ\}d&\.@i\ °
450/ 300 kil g

ISO 3310 -1, ASTM E 11, BS

* Frame and mesh stainless steel

* Aperture on the metal plaque

* Diameter : 200 mm /8" (B-040 /8)
* Diameter : 300 mm /12" (B-040 /12)

(G-040)
WATER BATH

(G-040)

* Digital Thermostat & Indicator saaidl e ::I f;[f;’;: :
* Interior stainless steel - o ,3;}4 sola L .
* Capacity: 30 Lt - A 30 e
* 220-240 V/ 50 Hz 50/ L8 240220 wlldl e
* Supplied with cover (ss) (s8) slhis Seme @
(G-045) (G-045)
* Capacity 3 It/ hr
* Keeps water at constant level ]
*220 - 240 V/50 Hz 1
(G-050) (G-050)

Gl o
)‘“’5"&“5“5) Dl o
Aseda 11000 )l ada pn el o

F50/ ki 240-220 4kl e

* Digital Termostat & Indicator
* Temp max: 1000°C
*220-240 V/50 Hz

AXLIEIA

www.alfa-tr.com
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ASTM SET (inch):3"-21/2"-2"-11/2"-11/4"-1"- 3/4" - 5/8"-1/2" - 3/8" - 5/16" - 1/4"
No:4-5-8-10-12-14-16-18-20-25-30-35-40-45-50
60- 70-80-100-120-140-170 - 200 - 230 - 270 - 325 - 400

ISO/BS SET (mm):75-63-50-45-40-37.5-315-25-224-20-16-14-125-11.2
10-8-6.3-56-4-28-2-14-1-0.5-0.250-0.125-0.074 - 0.063

(B-041) | (B-041)

Seall o5l e * Lightweight
. * Quiet Operation
Lndaling Jassy (g3l @ * Compact and Portable
Mg dlaa (Sananall jaa o * Built in timer
Cigll e e * 220-240 V/50 Hz
240-220 4kl o

CORLEW

www.alfa-tr.com
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PLATFORM SCALE

Y TR
e ey Taially Jlesiadll Jes @

* Strong and robust
* Push button taring facility

WEIGHING G gal)

e g
* Rechargeable battery il alild ag oy Jeny @
:gas:::gb;t(:lli:ylabs and insitu (@}d\) Jisll g yiadl) d‘j\:ij‘j;: :

..-Ld}é240—220 °

* Under weighing mechanism
*220-240 V/ 50 Hz

m CAPASITY READABILITIY

BT 60 60 kg 59r
BT 150 150 kg 10 gr
BT 300 300 kg 20 gr

ET 30/05 30 kg 05 gr

ET 15/0.2 15 kg 02 gr

ET 6/0.1 6 kg 0.1 gr

ET 3/0.05 3 kg 0.05 gr

ET 600 / 0.01 600 gr 0.01 gr

ET 300 / 0.005 300 gr 0.005 gr

ET 150 / 0.001 150 gr 0.001 gr

Sl ) 3aall

MT 20/1 20 kg 1 gr
MT 2610 / 0.1 2610 gr 0.1 gr
MT 310/ 0.01 310 gr 0.01 gr

ELECTRONIC BALANCE

(Precise)

AN O el

Aleaia¥) Je g oty 38y @
byl ol glariay Jazy @
AR 554 e

¥ 50/l 240-220 e

* Precise, economical easy to use
* Push botton taring facility,

* Under weighing mechanism

* 220-240 V/ 50 Hz

(TS-100)

CAT No

CAPACITY READABILITIY

CONLER

www.dalfa-tr.com
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(TS-100)

slo 0l

lead) e Slaiia allay ) jaal

SPECIFIC GRAVITY

HT 30/0.1 30 kg 0.1 gr T

HT 25/ 0.1 25 kg 0.1 gr ‘;G\,.\S\ sl Jsse FRAME

HT 20/0.1 20 kg 0.1 gr

HT 2/0.01 2 kg 0.01 gr o . o % - . L
HT 200 / 0.1mg 200 gr 0.1 mg . gcjd\ ol Al (a2l e For specific gravity determination

* Moving platform

* Water Tank

* Wire basket

* Balance should be ordered separetely

CORLEW

www.alfa-tr.com
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(B-080)
SAMPLE SPLITTER

* Supplied with 2 pans
* Chute : 50/37.5/25/12.5 mm

(B-080)

(TS-105)
DENSITY BASKET

Oble s e @
12.5/ 25/ 37.5/ 50 @yl dxil @

* Made from stainless steel

* 200 mm diameter

* Fitted with 3 mm mesh size
* Complete with handle

23 x33cm (GNT/01)
28 x 43 cm (GNT/02)
33x52cm (GNT/03)

shaiall e Maa e gsuas o
2200 ksl

ple 3 Al jema

Al & ol e

Glass

Max-Min

-30/50°C (GTMM /50)
Digital

-50/150°C (GTD/150)
-50/300°C ( GTD/300)

AXLIEIA

www.dalfa-tr.com

sl — alac

Arsieda 350 /30 -
(=)

Axseda 2150/ 50 -
A5 da 0300/ -5 -

(G-410)

(G-420)

(GL-01)

(GL-02)

(G-410)

* Lab. type,

* Jaw: 50 x 100 mm

* Jaw opening at bottom is adjustable,
* Sample Receiver,

* Motor: 3 Hp

(G-420)

* Discs are Mangan / Steel,
* Distance between discs are adjustable,
* Sample receiver,

(GL-01)

(GL-02)
[ VACUUM PUMP_

CORLEW

www.alfa-tr.com
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dale 4y iida &) gal GENERAL LAB.

EQUIPMENT
(GL-03) (GL-04) (GL-05)
: & (scoor
MEASURING CYLINDER = B 1 4 yra ) o Cabas Lae &l dpcaalall s

100 ml- (GCM/ 100)

250 ml- (GCM/ 250) E E 8
500 ml - (GCM/ 500) o - ' =
1000 ml - ( GCM / 1000 ) &
e N
500 ml- (GCS / 500) (GL-06) (GL-07) (GL-08)
1000 ml- ( GCS /1000) STOPWATCH TIMER LAB. TROLLEY
2000 ml - ( GCS /2000) . o .
88 g3 aclu 8 5a e
1 a\,
-
.rg - .‘ - " "'. -
: )-\ “"Bh.‘a .g‘}"s OJsllai
25ml-(GCP / 25) g A =
50 ml- (GCP / 50) o A k50 e
100 ml - ( GCP / 100) A an .
oA Q2 /s.___\__: il 100
(GL-09) (GL-010) (GL-11)
CALIPPER STEEL RULER HOTPLATE
- Y
VOLUMETRIC FLASK @ .
250 ml - (GCBJ / 250) e 250 e o
500 ml - (GCBJ / 500) k500 e e , .
1000 ml - ( GCBJ /1000 ) Al 1000 o —
U S
(GL-12) (GL-13) (GL-14)
GLASS BEAKER T TROWEL RUBBER MALLET
100 ml - (GCB / 100) Sl 2| v
250 ml- (GCB / 250) bl 250 o ° EERVEV Jalas 43yl
600 ml- (GCB / 600) Al 600 o
1000 ml - ( GCB /1000) k1000 o

- 2 —4
AILEIA CRLER

www.alfa-tr.com www.alfa-tr.com
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(GL-15) (GL-16) (GL-17)

TOOL KIT SPATULA

Bac (3 gdua dal 38 COMPRESSION TESTER PC

CEMENT COMPRESSION & FLEXURE TESTER
PARQUET & CURB TESTER

HAND OPERATED DIGITAL TESTER

(GL-18) (GL-19) (GL-20) 1.CUBE MOULD-PLASTIC
WIRE BRUSH HAIR BRUSH MOISTURE TIN
s 5L 3 o jacdi 3L b ish, cilie 2.CUBE MOULD - METAL
- = R 0 g -

e
A 3.BEAM MOULD

4
J’ ,.4'5.{ ' 4.CYLINDER MOULD-STEEL

CYLIDER CAPPING

SLUMP SET

(GL-21) (GL-022) (GL-23)

SS SAMPLE TRAY m CALCULATOR VEBE TEST

Upee 45k ) e EENIEN

PAN TYPE MIXER

DRUM TYPE MIXER

AIR METER

6

CURING TANK

VIBRATING TABLE

F)

®

QW0 | E

www.alfa-tr.com =

12 P

(GL-24) (GL-25) (GL-26) N b .
HEAT GLOVE PIPETTE POKER VIBRATOR IRE >
ot 8 i o
) S— CONCRETE TEST HAMMER .'"".- t < ; (IS
: W 1
o ! A ] & TESTING ANVIL - 1t SR
| c'_"l_\ |1. '-d..ll.- _I
- ﬂq | CORING MACHINE |, 1) '
(GPP) (BAK) MASONARY SAW SET | .;'
EVAPORATING (GL-28) UNIT WEIGHT CRACK MICROSCOPE ||
DISH HYDROMETRE MEASURE ¥
ULTRASONIC TESTER ‘ |

;.

CONCRETE

A

]

1
I
—
%r
.
i’y



CONCRETE

(C-001)

CEMENT COMPRESSION &
FLEXURE TESTER

PARQUET & CURB
TESTER

B001 /PC B001 /PC
COMPRESSION

TESTER PC

* Fully automatic -PC controlled,

230l 2\ NCCTARLS - -
- Loading rate upon sample, - Adall 3 s G/ Sl \;S:‘-L‘“}ﬁ\ °

HAND OPERATED
928 plaan s 3 plaall DIGITAL TESTER

- Software and connections

3 eal ) Liaad A ic
- Data to PC via PLC, L L0 . .E-‘j““%\ s ‘ 1(J_&A) ‘\LJM -
- Sample Data Stored: i : PLC 5 e PC (galiill) e sheal) (g5 -
= i | Tiazl)l — alaaY e Ll A g )AAS ) Al Cala glra -
Date, Dimension, Client, Name... H =i | : IS . = NI o )
] £ = e — (O )
3 Test Result on one graph | 'E t Llad) i e il 3 -
- Manuel control for calibration £ . ) T o

et~ — Adiale e gulall e Jany Slea -
* Upper and Lower platens 53 HRC - : . \ - .
N Upper Seating P - HR( )‘; 4.\4\4: 9 ul; ( s.a)&) aandala o

* Acrylic cover . . .
Y 5 A 2 — 22 Adal gl
* 220-240 V /50 Hz. 5250 - 40 0 =3 ‘




CONCRETE

CONCRETE MOULDS

(B-011/15P)
1.CUBE MOULD-PLASTIC

*150x150x150 mm
* Lightweight and portable
* Longlasting -Robust

(B-011)

2.CUBE MOULD - METAL

dilu_Ad) ) g8

(B-011/15P)

Ak 150* 150% 150 e
daall dguas 050 48ds @
Afsadh e

(B-011)

Las cela Al A QB -2

* Surfaces are well machined
* Easily mounted and demounted

100 x100 x 100 mm
(B-011 /10 M)

150 x150 x150 mm
(B-011 /15 M)

Jus...a CLL;....J\ [ )
sl o) gl Jes @

200 x 200 x 200 mm
(B-011 /20 M)

(B-017)
3.BEAM MOULD

* Made of heavy duty steel

* Models and Dimensions :
15x15x60 cm (B 017 /60)
15x15x75cm (B 017 /75)
15x15x90 cm (B 017 /90)

ML)

www.dalfa-tr.com
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(B-017)

L as e g sias @
sl gAYl e

(B017/ 60) a~ 60x15%15 -
(B017 /17) aw 75x15%15 -
(B017/90) a~90x15%15 -

(B-010)
o shal Ll A lé-4

A 300% 150 A=Y o
Al sl il Je @

(B-010)
4.CYLINDER MOULD-STEEL

* Dimension : 150x300 mm
* Easily mounted & demounted

(B-015)
4 g sUad (Jlam) y8
reldaall Gl jraa @

) aall A 535 phasd) -
T Dl Jole -
Aggudll glae 30c @

(B-015)
CYLIDER CAPPING

* Capping Pot
- Thermostatically controlled
- Double wall - isolated

* Capping apparatus

(B-020)

EN 12350, BS 1881, ASTM C143
Gralie e aa e dshell bl Ae e

CAauas sacle

bl s i add

(sl g ) pad

bl Gl 6 o

I SLUMP SET_

(B-020)

EN 12350, BS 1881, ASTM C143
* Slump Cone Stainless steel

* Base Plate

* Slump Cone Funnel

* Tamping Rod

EN 12350-5, BS 1881 : 104
Opaslra 3 555000 @
A e B ae e @
dsbe by tans o
F»50/ds8240-220 e

(B-130)

EN 12350-5, BS 1881 : 104

* Fixed amplitude and frequency
* Supplied with acrylic disc

* Slump cone

*220- 240V /50 Hz

CONLEN

www.alfa-tr.com
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CONCRETE

(B-125)
551563 bauaiall

ke 600%* 400 Ay @
Al A Qi aledl 4edl o

(B-125)

VIBRATING TABLE

* Vibrating Table : 400x600 mm
* Clamp assembly for 2 moulds
* 220- 240 V / 50 Hz.

(B-120) (B-120)
PAN TYPE MIXER dlu Al ald (aga
* Capacity : 56 Lt. )"l 56 A""‘J‘ ¢

* Easy Lifting mechanism, ) Algs iy ddl o

* Portable (00s) dadd) Jaall s Jaill Jgw @

* Rotated by a motor reducer siseddanl s Holi e

* Complete with blades, A ae il sall ALl @
*380/230V 8230 /380 e

* Weight : 240 kg 25240 0o e
(B-121) (B-121)
DRUM TYPE MIXER 4 gad) dlus A Jalk Al
* Capacity : 100 Lt - SA00 =i e

* Lightweight but sturdy Al o Ji}“ G e

* Mixing Blade built in, Ll blal e
*220-240V /50 Hz ¥ 50/ 240220 e

* Weight : 50 kg w2150 oosl) e
(B-320/B) (B-320/B)
il AIR METER | At A B 5156 b Jlg
ASTM C 23, BS 1881-106 ASTM C 23, BS 1881-106

* “B" type Air-meter Lol e

* Capacity : 7 Lt. 74 e

* Reading : Up to 22 % 922 2 el @l o

* Max aggregate size : 50 mm Al 50 Al ana il o

* Pump is built in, aerediadl e

* Straight edge, syringe Aiaa e 5_\\; Qs sy
(B-140) (B-140)

i CURING TANK [

ASTM C 31, BS 1881; 111

* Digital Thermostat & Indicator

* Dimensions: 2000x600x600 mm
* Supplied with Base Rack

* Water circulating pump

* Completely zinc coated,

* 220-240 V /50 Hz

CONLER

www.dalfa-tr.com
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_ EEENPEIREN

ASTM C31, BS 1881, 111
ey o) e @

.ale 600x600x2000 sxyy)
ssell ae jem

coball st ) 5ise e Sem

gl anad i I Jall o3
.50/ <52 240-220

X 50/ <lé 240-220 e

(B-128) (B-128)

POKER VIBRATOR

* Lab. Type
- o * 2 mt flexible shaft,
50/ 54240-220 o * 220240 V / 50 Hz.

(B-110)
CONCRETE

(B-110)
Ll ALl 48 jhal) and jlea

TEST HAMMER

BS 1881 — 202,ASTM C 805
26k /i 70-10 basllssd o
psiosll s e

Jiig Jen dlaila o

BS 1881-202, ASTM C 805

* Compr. Strength : 10 -70 N/mm?2
* Carborundum stone,

* Carrying Case

(B-117)

(B-117)

Al pand el paiig e
) daid 2(—+) 80
(Suala pt A e shas e

* Used for test hammer,
* Rebound value (80 = 2)
* Made of stainless steel,

CONLEN

www.alfa-tr.com
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CONCRETE STEEL REBAR TESTING

(B-061)

(B-061) (UBCH.001/60) (UBCH.001/60)

152800 el Lsise o bl g 2dd) (aad jlea

UNIVERSAL TENSILE and
* Electric Motor ( 2800 W) COMPRESSION TESTER
* Two speed LOde e ) e
* Water inlet (hose) L 2 obs o2
* Standart 1 ¥4 " thread ) ke e el A gl 3 el g lial gall Jall Slilagil o - Fully automatic, PC Controlled,
*220-240 V /50 Hz. ¥ e 50/ s 240-220 e Gl showl 3asb e a e s llaiy o - Hydraulically operated grippers by 2 independent
gore 128 mm 2 g 82:]] ; ::gg% (B 061/1 00) elAl 00 W e - R <l )_A )_\L auxiliary cylinders controlled by seperate
ore mm o A e v hydraulic valves,
L Ly P .
(B 061/ 1 50) ?Lﬁl 50 S e Jﬂ-ﬂ‘}.é‘—m & jaty é}l’d‘ JAM‘ il e - Uppes mobile crosshead driven up / down by
O Al oty Jiadia 5 ge idaul g a seperate motor adjusting the distance
Aae & Alad) g ay glal) A<l between upper and lower grips with electronic
Al i g <) distance meter
b 60- ciss sl ()00 andl e - Load capacity : 600 kN (60 tons)

Ak 32-8 pandll Zigai Hhi e - Specimen Diameter : 8 -32 mm
200 pesdlldilie J8 o
(B-OGZ) — ¥ Clpinia au ) pe Qsulag jeaa @

oaxdll E_‘.L'uj PAFTSAR|

2 g Jaiall amnd gl s s 5a

- Ram Stroke : 200 mm

(B-062)
MASONARY SAW SET

- Print of Stress /Strain diagram and Test Results,

- Software of Tension and Compression Tests

* Supplied with saw disc

\
CRACK MICROSCOPE (claidall)) (3 ehdd) aad jlea
* Light Source E c:ua )M.a °
* Magnification : X 35 Bra35x S e
* Measuring Range :4 mm pled b e
* Division : 0,02 mm 2k 0.02 a0
* Wooden Box A (jia @
ULTRASONIC TESTER A guall (358 cila gally (st Slga
BS 1881, ASTM C597 BS 1881, ASTM C597
* Homojeneity , void, cracks in concrete i —— pailall Aol HAlL Gadall — cle) @l jasdiady e
* Elasticity Modulus determination [~ LLF- . o Ayl Jelre e
* Transducers ( Transmitter and Receiver ) . LR D e x .
* Calibration Rod Y Ldodlae il e
* Transit time measurement: 0-1999,9 us Al 5l 19999 -0 Assall Cdg i e
* Frequency : 24 - 150 kHz e 4l 150 -24 4 e
* Accuracy : 0, 1 us Al o Sl (0] 481 e
* Pulse : 1- 10 sec. Al 10- Al e
* Rechargeable Battery —p ol AlEd
www.alfa-tr.com www.alfa-tr.com
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CEMENT TESTING

SAMPLE SPLITTER

(C-001) (C-125) (C-090)
e

THICKNESS GAUGE

AGGREGATE SHAPE GAUGE

GRID SIEVES

FLAKINESS SIEVES

SAND EQUIVALENT SET

METHYLENE BLUE SET

LOS ANGELES ABRASION

(C-011/4) (C-011/5) (C-001/KB)
| FLEXURE MOULD | VICRO PEVALTESTING

* 40x40x160 mm / 3 gang * 50x50x50 mm / 3 gang

ABRASION TESTER

ABRASION TESTER

SKID RESISTANCE TESTER

AGGREGATE IMPACT VALUE

AGGR. CRUSHING VALUE

(C-050) (C-035) (C-021)
SAND ABS. CONE & TAPER

FREEZE & THAW CABINET

COLOUR SCALE

ROCK CLASSIFATION HAMMER

POINT LOAD APPARATUS

SLAKE DURABILITY
@ [E] CORE CUTTER
www.dalfa-tr.com
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AGGREGATES

(AG-05)
SAMPLE SPLITTER

* Supplied with 2 pans
* Chute : 50/37.5/25/12.5 mm

(AG-34)
l LENGTH GAUGE I

* Aggregate Length determination
* Wooden Base

(AG-32)

* Aggregate thickness determination
* Made of steel

(AG-36)
AGGREGATE SHAPE GAUGE

EN 933-4. DIN 4226
* Determining shape factor of aggregate

(AG-38)

EN 933 -3

* Metal frame (stainless)

* 5 mm dia steel parallel bars (ss)

* Set -mm (13 pcs) :
40-31.5-25-20-16-12.5
10-8-6-5-4-3.15-2.5

(AG-30)

BS 812

* Celikten yapilmistir,

* Elektroliz kaplama,

* Set : 49 x 30 144 x 60
7.2 x 40 [ 19.7 x 80

10.2 x 50 26.3 x 90
33.9 x 100

CONLIEA

www.alfa-tr.com
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A

mm

rd

-u',_.

(AG-05)

COfle g e @
2l 12.5\25\37.5\50 <laidll o

(AG 34)

A_u.u; cJ.c\ﬁ °

(AG 32)

,eU)l\ Sl (uld o
Al e g guas e

e\

A

(AG-36)
Aally paal) Jsd uld Sl

EN 933-4. DIN 4226
Al SN Jalaa S

(AG-38)

EN 933-3

(‘MY ;;_L_AJS.::: °

44_.__;45_..1!4;:/43@1.«5 .

c42kd 13 dc gandll @
12.5-16-20-25-31.5-40
.2.5-3.15-4-5-6-8-10

(AG-30)

Al S Ao (uld JAlia

BS 812
A e e dSiell ans e
. Jaall e NLAj w [}
60x14.4 - 30x4.9 -
80x19.7 - 40x7.2 -
90%26.3 - 50x10.2 -
100%x33.9 -

(AG-40)

~ ERPEYE

EN 933-8

10 (15850 A ganall

4/ Z3) gl
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EN933-8

Sand Equivalent Set :
- Measuring Cylinder (4 ea)
- Rubber Stopper (2 ea)

- Measuring Can

- Irrigator Tube

- Syphon assembly Botlle

- Weighed foot

- Funnel & Ruler

- Carrying case

Sand Equivalent Shaker
* Stroke : 200 mm =10 mm

* Rate : 175 str / min

* Digital stroke Indicator
*220-240V /50Hz

(AG-41)
Bl METHYLENE BLUE SET I

EN 933: 9

Methylene Blue Test Set:
* 50 cc buretle x stopcock
* Support base x clamp

* Glass Rod and filter discs
* 3000 ml plastic beaker

* Methylene blue 250 gr

* Kaolinite 1000 gr

* Mixer 400 - 700 rpm

* Impeller: 75 mm dia
*220-240V /50 Hz .

CONILIEA
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AGGREGATES

(AG-191)

EN 1097-2 , ASTM C 131

* Steel Drum 711 mm @ x 508 mm
* Rotation : 31 - 33 r.p.m.

* Automatic Digital counter

* Abrasive charges ( 12 ea)
*220-240V / 50Hz

(AG-195)

EN1097-1

* Steel Frame

* Stainless Steel Drums (4 ea)
* Safety guard ; Transperant

* Automatic Numarator

* Stainless Steel spheres,
*220-240V /50 Hz

(AG-197)
ABRASION TESTER

* Testing machine for natural stones / tiles
* Abrasion disc is 70 mm thick,

* Automatic revolution selection,

* Supplied with pack of white corrundum

(AG-199)
ABRASION TESTER

* Horizontal abrasion disc @ 750 mm

* Automatic revolution selection

* Sample holder - beam loading device & weight
* Supplied with pack of white corrundum

(W-190)
SKID RESISTANCE TESTER

EN 1097-8, ASTM E 103, BS 812 : 144
* Measuring surface friction

* Free fall of pendulum arm

* Rubber sliders

* Supplied with 6 lastic sliders

* Specimen Holder.

* Calibration Certificate

CORILEW
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AGGREGATE IMPACT VALUE

BS 812

* Standard AlV set:

* Measure of resistance to impact,
* Automatic counter of Blows

* Sample cylinder

* Cylinderical measure,

* Tamping Rod

(AG-210)

BS812: 110
* Standart ACV set
* Cylinder made of heavy steel
* Plunger
* Tamping Rod
* Measure
! 1:.. * Base Plate

L,

(AG-200)
SAND ABS. CONE & TAMPER

* Made of steel,
* For determining specific gravity
‘ * Cone and Tamper

(AG-230)
FREEZE & THAW CABINET

EN 1367-1, ASTM C 671,BS 812
* Range : -20/ + 60° C

* Stainless Steel Cabinet

* 3 adjustable shelves

* Inside ventilation,

* Hermetic cooling system,

* Microprocessor control

* 3 different cyclic action

* Test Results with PC output
* Graphical Data

(AG-240)
BN COLOUR SCALE

* 5 organic glass scales }

COWILIE)
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AGGREGATES

ROCK MECHANICS

(KM-10)
ROCK CLASSIFICATION

HAMMER

* Similar to Concrete Test Hammer
* Impact Energy : 0.74 N x m

* Core is positioned horizontally

* Rock cradle

* Carrying Case

(KM-20)
POINT LOAD

APPARATUS

* Used both in Lab and Field
* Conical Platens (hardened)
* Peak Value Holder,

* Rechargeable Battery,

* Max Sample dia 102 mm

* Manuel -Hydraulic loading

(KM-30)

ASTM D 4644

* Motorized Drive Unit,

* Rotates 2 or 4 Drums

* Rotates 20 r.p.m

* Acrylic water tank

* Drums of ss mesh

* Drums are 140 mm @ x 100 mm
*220-240V /50 Hz

(B-063)
CORE CUTTER

* Cutting Rock Core - Axial
* Supplied with saw disc
* Coolant inlet and outlet

AXLIEIA

www.alfa-tr.com

28

Jsiall il

(KM-10)

Al AN A8 Jlaall jasd jleal ailia

e XHi 0,72 derall Al

(KM-20)

J55uall daiil) (asd jlga

odidal) s Jaadl e J1 d aadiey
J]ad L;%UJ'M

. Ol 348 &y ay

Al 102 U0 ki ol
S S Sl el daeadl

(KM-30)
KJJM\ uasd BVEN

ASTM D 4644

Dteall diaddl ) 55 5
skl 4 52 o
A8l 5 55320 ol
;ﬂl)]\f\ o) cla U‘P

G e B s e Al

ALl 100 X ole 140 ki
Lo 50/ &l s 240-220

(B-063)

LIQUID LIMIT DEVICE
MOTORIZED LIQUID LIMIT
PLASTIC LIMIT

SHRINKAGE LIMIT

POCKET PENETROMETER
DIAL PENETROMETER

LOAD RING PENETROMETER
DYNAMIC PENETROMETER
HAND VANE TESTER

VANE TESTER

STANDART PROCTOR SET
MODIFIED PROCTOR SET
AUTOMATIC COMPACTOR
SAMPLE EXTRUDER
MOISTURE / TEMP TESTER
SAND CONE SET
COMPACTION DETERMINATION
NUCLEAR DENSITY / MOISTURE
SPEEDY MOISTURE TESTER
FIELD CBR APPARATUS

LAB CBR APPR. DIGITAL

CBR EQUIPMENT
PERMEABILITY
HYDROMETER SET

PLATE LOAD TEST

DIGITAL PLATE LOAD TEST
OEDOMETER (CONSOLIDATION)
SHEAR TESTER

UNIAXIAL TESTER

TRIAXAL TESTER-DIGITAL
MOTORISED HYD. EXTRUDER
MANUAL EXTRUDER

SAMPLE EJECTOR

CONLER
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